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DESCRIPTION & USE
FLASH-TITE DRAIN SEAL provides a watertight seal 
between a retrofit insert drain, such as FLASH-TITE 
SUPERDRAIN, FLIP-TOP DRAIN or SURE-FLOW 
DRAIN, and the interior rainwater drainage pipe.

FEATURES & BENEFITS
Expanded Drainage - Significantly retains most of the 
drainage area of the replacement drain over alternative 
seal systems by 48%. 
Reliable - Fabricated from durable long-lasting EPDM, 
thoroughly designed and tested to resist normal drain 
back-up pressures.

No Adjustment Needed - Requires no jobsite adjust-
ment to assure a watertight seal.

Easy Installation - Simply slip on to the drain and into 
the drainpipe, without special tools.

TECHNICAL DATA

Material: Low durometer EPDM

Sizes

Item Number Size

3899101 70 mm (2.75-inch)

3899102 95 mm (3.75-inch)

3899103 146 mm (5.75-inch)

FLASH-TITE DRAIN SEAL is designed to fit schedule 
40 pipe – by far the most common type of roof drainpipe.

INSTALLATION
Note: Mating surface shall be clean and smooth prior 
to installation.

Simply slip the seal onto the end of the drain as the 
drain is inserted down into the pipe. If necessary, lu-
bricants, such as dish soap, may be applied to assist 
in the insert.

SPECIFICATION
FLASH-TITE DRAIN SEAL
FLASH-TITE DRAIN SEAL should be included with 
a retrofit FLASH-TITE ROOF DRAIN specification by 
simply specifying that the retrofit FLASH-TITE ROOF 
DRAIN be equipped with a FLASH-TITE DRAIN SEAL. 
For a more detailed specification, add the following exa-
mple paragraph:

1.	 FLASH-TITE DRAIN SEAL shall be fabricated from 
low durometer EPDM to fit retrofit FLASH-TITE and 
other manufacturer’s retrofit roof drains.

2.	 ACCEPTED PRODUCT: FLASH-TITE DRAIN 
SEAL, by LEXCOR, distributed by Lexsuco 
Corporation (www.lexsucocorporation.com,  
Tel: 800.268.2889, E-Mail: info@lexsucocorp.com).

WARRANTY
This product’s lifetime warranty ensures it remains 
free from manufacturing defects and will perform its 
intended function throughout the entire lifespan of the 
roofing system.
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