DESCRIPTION & USE

FLASH-TITE ROOF DRAIN BALLAST GUARD is
used to prevent debris and ballast materials from
clogging roof drains, ensuring proper water drainage
reducing the risk of water pooling on the roof deck,
and better access for maintenance.

FEATURES & BENEFITS

Corrosion Resistant - Constructed of stainless steel
for long-lasting performance.

Smooth Edges - To prevent damage to the roofing
membrane.

TECHNICAL DATA

FLASH-TITE ROOF DRAIN BALLAST GUARD is fabricated
from 20 ga. 6 mm (4”) diameter hole perforated stainless
steel.

Item number Diameter Height

3899011 254 mm (10”) 152 mm (6")

3899016 305 mm (12") 152 mm (6")
INSTALLATION

Position the BALLAST GUARD over the strainer,
ensuring it securely surrounds the drain strainer to
effectively hold back ballast materials.

ROOFING

FrasH-TiTE

ROOF DRAIN
BALLAST GUARD

SPECIFICATION
FLASH-TITE ROOF DRAIN BALLAST GUARD

FLASH-TITE ROOF DRAIN BALLAST GUARD should
be included with a FLASH-TITE ROOF DRAIN specifi-
cation by simply specifying that the FLASH-TITE ROOF
DRAIN be equipped with a FLASH-TITE ROOF DRAIN
BALLAST GUARD. For a more detailed specification,
add the following example paragraph:

1. ROOF DRAIN BALLAST GUARD shall be
constructed from 20-gauge stainless steel with
6 mm (%4”) diameter perforations. It shall be po-
sitioned around the drain strainers to effectively
retain ballast material.

2. ACCEPTED PRODUCT: FLASH-TITE ROOF
DRAIN BALLAST GUARD, by LEXCOR, distributed
by Lexsuco Corporation (www.lexsucocorporation.
com, Tel: 800.268.2889, E-Mail: info@lexsucocorp.
com).

WARRANTY

This product’s lifetime warranty ensures it remains
free from manufacturing defects and will perform its
intended function throughout the entire lifespan of the
roofing system.
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