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ROOFING

DESCRIPTION & USE
Made of natural wood fibre, FIBRELEX CANT STRIP is cut 
at a 45-degree angle to provide a smooth transition from ho-
rizontal to vertical surfaces.

FEATURES & BENEFITS
Dimensionally Stable - Ensures consistent perfor-
mance and reliable installation without warping or shif-
ting.

Manufactured from sustainable, recyclable natural 
wood fibre - Contributes to greener building projects 
and reduces environmental impact.

Contractor Friendly - Lightweight and easy to handle; 
cuts easily with a knife for simplified installation.

TECHNICAL DATA
Product Dimensions (length x width x height): 
1219.2 mm x 101.6 mm x 38.1 mm (48” x 4” x 1-1/2”)

Physical Property Typical Value Test Method

Water Absorption ≤ 10% ASTM C 209

Transverse Strength 
@ 1.5” 107 N (24 lbf) ASTM C 209

Tensile Strength 
(Perpendicular) 24 kPa (500 lbf/ft2) ASTM C 209

Density 224–256 kg/m3 (14-16 pcf) ASTM D 1037

RSI (R-Value) @ 1.5” 
Thickness 0.62 (3.5) ASTM C 518

APPROVALS & COMPLIANCES
Meets the requirements of ASTM C 208.

INSTALLATION
Fasten or adhere in place to provide a sloping transi-
tion from horizontal to vertical surfaces.

SPECIFICATION
1. Description: A natural wood fibre cant strip, confor- 
	 ming to ASTM C 208.

2.	ACCEPTED PRODUCT: FIBRELEX CANT  
	 STRIP by LEXCOR, distributed by Lexsuco  
	 Corporation (www.lexsucocorporation. com, Tel:  
	 800.268.2889, E-Mail: info@lexsucocorp.com).
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FIBRELEX
NATURAL WOOD FIBRE CANT STRIP


