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DESCRIPTION & USE
LEXSHIELD PERMSTICK is a self-adhering vapour barrier 
membrane featuring a high-tack proprietary polymer adhesive and 
a durable tri-laminated woven polyethylene slip-resistant facer. 
The adhesive layer on the underside is protected by a high-grade, 
weather-resistant silicone release film.

FEATURES & BENEFITS
Versatile substrate compatibility - Bonds to steel, concrete, wood 
deck assemblies, or gypsum-based thermal barriers.

Proprietary polymer-based adhesive - Enhances wind uplift  
resistance for stronger, more secure system performance in extreme 
weather conditions.

Maximized Roll Coverage - Provides twice the coverage of standard 
market rolls, reducing seams for a more continuous vapour barrier.

High-strength tri-laminated woven polyethylene facer - Compa-
tible with most single-part and two-part roof insulation adhesives.
UV exposure tolerance - The membrane may remain exposed up to 
90 days, allowing installation flexibility and providing a temporary seal 
until the final roofing system is installed. 

Seals Around Fasteners -  Self-seals around screw and nail pe-
netrations.
Note: Precautionary measures must be taken for joints and transitions. A positive drainage slope 
is required. Weathering effects may vary depending on climate and site conditions. To minimize 
exposure to UV and construction traffic, cover the membrane as soon as possible.

PACKAGING & COVERAGE

LENGTH 67.76 m 222 ft

WIDTH 1.37 m 54 in

COVERAGE 92.9 m2 1000 ft2

WEIGHT PER UNIT 36 kg 78 lbs

TOTAL THICKNESS 0.5 mm 20 mils

ROLLS PER SKID 14 rolls

STORAGE
If stored outdoors, cover rolls with an opaque protective plastic 
sheet after removing the original packaging.

Do not exceed the allowable load limit of the storage area.
Double stacking of pallets is not recommended. If double stacking 
is necessary, place a plywood sheet between pallets to distribute 
the load evenly. 

TECHNICAL DATA

LEXSHIELD PERMSTICK

PROPERTIES STANDARD VALUE

Tensile Strength ASTM D 5147
MD : 12.5 kN/m

XMD: 9.5 kN/m

Ultimate Elongation @ 23 °C (73 °F) ASTM D 5147
MD: 50%

XMD: 90%

Nail Sealability ASTM D1970 PASS

Seals Around Fasteners ASTM D7349 PASS

Low Temperature Flexibility ASTM D5147 -40 °C (-40 °F)

Tear Strength at 23 °C (73 °F) ASTM D 5601
MD: 50 lbf (220 N)

XMD: 42 lbf (190 N)

Lap Adhesion at 23 °C (73 °F) 
(without primer) ASTM D1876 1000 N/m

Water Vapour Permeance, max ASTM E 96 B < 2.5 ng/Pa•s•m² (< 0.04 perm)

Shear grave resistance ASTM D 1004 18 / 24 N/mm

Peel adhesion on steel ASTM D903 2200 N/m (12.5 lbf/in)

Adhesion after elevated temperature 
exposure AAMA 711-13, level 3, 7 
days at 80 °C (176 °F)

ASTM D3330 PASS

Note: All reported values are nominal. Technical data presented in this 
data sheet is based on laboratory testing. Actual measured values may 
vary depending on site conditions and other influencing factors. 

SHELF LIFE

Shelf life of one year (12 months) can be expected when 
kept dry and stored in packaging between 16 °C and 27 
°C (60 °F and 80 °F).

APPROVALS & COMPLIANCES
 

LEXSHIELD PERMSTICK
VAPOUR BARRIER
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INSTALLATION INSTRUCTIONS
ON-SITE STORAGE AND HANDLING
Store rolls in a dry, protected area, elevated off the 
ground. Keep materials safe from damage, moisture, 
and direct sunlight.

SURFACE PREPARATION
All roof surfaces must be sound, clean, dry, and free from 
dust, debris, oils, frost, laitance or any contaminants. Allow 
newly poured concrete to cure for a minimum of 14 days. If 
curing compounds are used, they must be clear resin-based 
and free from waxes or oils.

ACCEPTABLE SUBSTRATES
Apply on steel, wood, gypsum or concrete substrates. 
The membrane can be installed under metal roofing as 
an underlayment.

INSTALLATION
1.	Align the membrane to the substrate, then peel off the 

release film. Once positioned, apply uniform pressure 
across the entire surface using a brush or roller to  
ensure full adhesion.

2.	Overlap side laps by a minimum of 75 mm (3"), and a 
minimum of 150 mm (6") for the end laps.

3.	Avoid fishmouths or voids at membrane overlaps. If they 
occur, trim and flatten the affected area, then apply a 
patch of membrane to ensure a continuous seal excee-
ding on each side by 2''.

4.	For steel decks, a 150 mm x 1370 mm (6’’x 54’’) metal 
plate can be installed underneath the end lap to provide 
membrane support and maintain a continuous vapour 
barrier between the deck's ribs.

5.	Ensure tight seals around all roof penetrations, de-
tails and wall air/vapour barrier tie-ins to maintain a  
continuous vapour barrier.

SPECIFICATION
1.	 Description: Self-adhesive membrane composed 

of a high-tack, proprietary polymer-based adhe-
sive. The top face features a protected, slip-re-
sistant tri-laminated woven polyethylene surface, 
while the underside is backed by a high-grade, 
weather-resistant silicone release film. Water 
vapour permeance is < 2.5 ng/(Pa·s·m²) [<0.04 
perm]. Membrane thickness is 0.5 mm (20 mils). 
Roll dimensions are 1.37 m × 67.76 m (54" × 222').

2.	 Accepted product: LEXSHIELD PERMSTICK by 
LEXCOR.

CAUTIONS & LIMITATIONS
•	 The membrane facer is not suitable for hot asphalt appli-

cation.

•	 Do not install when it is raining, snowing, or on wet/humid 
or ice surfaces.

•	 If used as a temporary roof, precautionary measures (add 
2nd layer of tape on seam, for extra protection) must be 
taken if ponding water exists. Where conditions may re-
quire deck surface preparation, such as concrete or wood 
deck, LEXCOR ULTRASTICK primer is recommanded.

•	 Can be applied at temperatures as low as -10°C (14°F) 
provided the product has been stored above 10˚C (50˚F) 
at time of installation.

•	 OSB panels use varying adhesive blends to bind wood 
strands, which can affect membrane adhesion. Some 
OSB products may require on-site testing. It is highly  
recommended to perform pull tests on job site sheathing 
to verify proper adhesion before installation.

SURFACE MARKING GUIDES

LEXSHIELD PERMSTICK
VAPOUR BARRIER

3 in overlap

4 in overlap

One square is 6 in x 6 in and provides 
an adhesive visual guide.


