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DESCRIPTION & USE
LEXSHIELD TAPE is composed of a high-tack proprietary polymer 
based adhesive and a high strength tri-laminated woven polyethyle-
ne surface. The underside is protected by a weathered silicone split 
release film*. Ideal for flashing details, tie-ins, seams, and more. 
This product adheres to a wide range of substrates, including 
concrete, wood, gypsum, metal, house wrap, polyethylene, and  
vapour-permeable membrane surfaces.

* Except 4'' tape

FEATURES & BENEFITS
Primerless - The high-tack proprietary polymer-based adhesive 
eliminates the need for primer on most substrates, simplifying 
surface preparation and accelerating application.

Versatile - Can be installed on various surfaces such as concrete, 
wood, gypsum, metal, house wrap, polyethylene, vapour-per-
meable membrane surfaces and IZOBEST EPS insulated concrete 
form block.
SPF compatibility - Compatible with spray polyurethane foam 
insulation.*
* Refer to Cautions & Limitations section

TECHNICAL DATA
Thickness: 0.5 mm (20-mils)

LEXSHIELD TAPE

PROPERTIES STANDARD VALUE

Tensile Strength ASTM D 5147 MD : 12.5 kN/m (9220 lbf)

XMD: 9.5 kN/m (7006 lbf)

Ultimate Elongation @ 23 °C 
(73 °F)

ASTM D 5147 MD: 50%

XMD: 90%

Nail Sealability ASTM D1970 PASS

Low Temperature Flexibility ASTM D5147 -40 °C (-40 °F)

Tear Strength at 23 °C (73 °F) ASTM D 5601 MD: 220 N (50 lbf)

XMD: 190 N (42 lbf)

Lap Adhesion at 23 °C (73 °F)
without primer)

ASTM D1876 1000 N/m (763.6 lbf)

Water Vapour Permeance, max ASTM E 96 B < 0.04 perm (< 2.5 ng/Pa•s•m²)

Shear grave resistance ASTM D 1004 18 / 24 N/mm

Peel adhesion on steel ASTM D903 2200 N/m (12.5 lbf/in)

Adhesion after elevated tempera-
ture exposure 
AAMA 711-13, level 3, 7 days at 80 
°C (176 °F)

ASTM D3330 PASS

Air Permeance of Membrane CAN/ULC S741 PASS

Windows and Doors Installation CAN/CSA A440.4 PASS

Note: All reported values are nominal. Technical data presented 
in this data sheet is based on laboratory testing. Actual measured 
values may vary depending on site conditions and other influen-
cing factors.

PACKAGING & COVERAGE

COVERAGE WEIGHT ROLLS PER  
BOX

102 mm x 22.86 m (4” x 75’) 1.09 kg (2.4 lb) 18

125 mm x 22.86 m (6” x 75’) 1.68 kg (3.7 lb) 12

229 mm x 22.86 m (9” x 75’) 2.54 kg (5.6 lb) 8

305 mm x 22.86 m (12” x 75’) 3.45 kg (7.6 lb) 6

457 mm x 22.86 m (18” x 75’) 5.62 kg (12.4 lb) 4

STORAGE
Store all materials in a clean, dry environment, 
protected from weather exposure.

SHELF LIFE
12 months can be expected when stored in original 
packaging at temperatures of 16°C (60°F) or above 
in dry conditions.
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APPLICATION INSTRUCTIONS
SURFACE PREPARATION
All surfaces must be clean, dry, and free from loose dust, 
dirt, debris, grease, moisture (wood must contain less 
than 19% moisture), and any contaminants that may 
hinder adhesion or compromise membrane installation.

The tolerance for sheathing gaps or cracks when 
applying tape must be less than 6 mm (1/4 inch). 
If any gaps or cracks exceed this limit, they must 
be properly prepared using an appropriate backing 
material before the tape can be installed.

Do not apply over ice or frost during cold weather 
installations. It is best practice to spray primer onto 
gypsum cut edges to reduce dust.

GENERAL
1.	 Unroll the tape and remove the silicone release 

film from the underside.

2.	 Align the tape over the target area, such as 
flashing details, wall openings, or transition 
zones or seams.

3.	 Apply uniform pressure across the entire 
membrane using a seam roller to ensure complete 
and consistent adhesion.

4.	 Overlap adjacent tape or membrane pieces by at 
least 50 mm (2 inches). 

5.	 Detail work should be executed to ensure a conti-
nuous seal, especially at transitions, openings, and 
perimeters.

6.	 Coordinate with the roofing trade to maintain 
continuity between the wall membrane and roo-
fing system.

EXTENDED GUIDANCE
PRIMER CONSIDERATIONS
Most substrates won’t require primer. However, LEX-
COR ULTRASTICK or LEXCOR MULTIGRIP primer 
may be necessary on certain dusty or porous surfaces 
such as cut gypsum edges and vapour permeable 
membrane surfaces.

SPECIFICATION
Spec Note: Choose desired choice from alternative option 
in square brackets.

1.	 Description: Self-adhesive membrane composed of 
a high-tack, proprietary polymer-based adhesive. 
The top face features a durable tri-laminated woven 
polyethylene surface, while the underside is backed by 
a high-grade, weather-resistant silicone release film. 
Membrane thickness is 0.5 mm (20 mils). Roll Sizes: 
[102 mm x 22.86 m (4” x 75’); 125 mm x 22.86 m (6” x 
75’); 229 mm x 22.86 m (9” x 75’); 305 mm x 22.86 m 
(12” x 75’); 457 mm x 22.86 m (18” x 75’)].

2.	 ACCEPTED PRODUCT: LEXSHIELD TAPE by  
LEXCOR.

CAUTIONS & LIMITATIONS
•	 Can be applied at temperatures as low as -10 °C (14 °F)

provided the product has been stored above 10 °C (50 °F)
at time of installation.

•	 OSB panels use varying adhesive blends to bind wood 
strands, which can affect membrane adhesion. Some 
OSB products may require adhesive compatibility testing. 
It is highly recommended to perform pull tests on job site 
sheathing to verify proper adhesion before installation.

•	 When applying sprayed polyurethane foam (SPF) insulation 
over the installed membrane, it is recommended to apply 
the insulation within 90 days of membrane installation. Metal 
bars must be mechanically fastened at the building perime-
ter, at membrane transitions, and around all openings such 
as doors and windows.

LEXSHIELD TAPE
SELF-ADHERING VERSATILE 
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