
SINGLE PLY ROOFING SYSTEMS
Ontario & Western Canada 1.800.268.2889
Quebec & Atlantic Canada 1.800.363.2307

Distr. By/Par Lexsuco 2010 Corporation, 3275 Orlando Drive, Mississauga, ON, L4V 1C5
All products manufactured and/or distributed by Lexsuco 2010 Corporation comply with the description and properties specified 
in the technical data sheet in effect at the date of manufacture and/or publication. Lexsuco 2010 Corporation may change the 
composition and/or usage of its products without prior notice.

DESCRIPTION & USE
HI-TUFF TPO CUT-EDGE SEALANT is a clear, polymeric material 
developed to seal cut edges of reinforced TPO membrane. This 
sealant provides a protective barrier at the cut edge to reduce mois-
ture contact with the scrim reinforcement. 

FEATURES & BENEFITS
Easy, no‑mess application  - 16 oz bottles with adjustable yor-
ker spouts let installers control bead size for clean and efficient 
application.

TECHNICAL DATA

Physical Properties

Solvent Formulation: PCBTF, Toluene

Solids, by Weight %: 25 - 28%

Viscosity, Brookfield: 2500 – 4500 cps

V.O.C. Content: <250 g/L

Pounds Per Gallon @25ᵒC (77ᵒF): 9.8

PACKAGING 
Twelve 473 ml (16 oz) bottles / carton

COVERAGE 

3.2 mm (1/8”) diameter bead: 57 m/0.47L (188 lf/16 fl oz)

6.4 mm (1/4”) diameter 
bead: 	 15.2 m/0.47L (50 lf/16 fl oz)

SHELL LIFE 
1 year

STORAGE 
Store in original unopened containers at temperatures below 37.7ᵒC 
(100ᵒF) until use, away from direct sunlight, heat, sparks, or other 
potential sources of ignition. When exposed to low temperatures, 
restore to room temperature prior to use.

APPLICATION INSTRUCTIONS 
1.	 All membrane surfaces receiving HI-TUFF TPO CUT-EDGE 

SEALANT must be free of moisture, oils, dirt, and other conta-
minates. 

2.	 Allow the welded seam to cool before applying the sealant. The 
seam must be cool to the touch.

3.	 Clean seam area with LEXCAN SINGLE PLY MEMBRANE 
CLEANER

4.	 Shake the bottle before using.

5.	 Trim the tip of the nozzle to provide approximately a 3.2 mm 
(1/8”) opening.

6.	 Apply a 3 mm to 6 mm (1/8’’ to ¼”) bead of sealant from the 
squeeze bottle along all exposed scrim edges of the HI-TUFF 
TPO Membrane.

SPECIFICATION 

1.	 TPO MEMBRANE CUT-EDGE SEALANT:  A clear, polymeric ma-
terial designed to seal cut edges of reinforced TPO membrane.

2.	 ACCEPTED PRODUCT: HI-TUFF TPO CUT-EDGE SEA-
LANT by LEXCAN, distributed by Lexsuco Corporation (www.
lexsucocorporation.com) Tel:800.268.2889, E-Mail: info@lex-
sucocorp. com).

CAUTIONS & LIMITATIONS 
•	 Flammable. 

•	 Keep away from fire and open flames during storage and use. 

•	 Do not smoke when using.

•	 Use only in well-ventilated areas.

•	 Do not thin or contaminate with foreign materials.

•	 Recommended cleaner is acetone followed by soap and wa-
ter.

•	 Keep away from children.

Prior to working with any product, be sure to read labels and the 
Safety Data Sheet (SDS). Take necessary health and safety precau-
tions.
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CUT-EDGE SEALANT


